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This lubricant used in accordance with our recommendations and for the application for which it is intended does not represent a special hazard. 
A safety data file conforming to the requirements of current EC legislation is available from your local trade consultant. 

  
ELF Evolution 900 CRV 0W-30 is a very high performance “fuel saving” engine 
oil for Gasoline and Diesel engines based on recent technologies. 
  

 
 

Gasoline and Diesel engines based 
on recent technologies 
 

 Recommended for all Gasoline engines (multivalve, turbocharged) and all Diesel engines in cars 
whether turbocharged or not (namely with pump-injector). 
 

Extended oil change intervals 
 

 Particularly suitable for extended oil change intervals. 
 

The most severe journeys 
Any time of year, even the coldest 
seasons 

 Suitable for all trips (in town, on the highway or motorway) and in particular in the most severe 
conditions. 

All driving styles 
 

 Suitable for all driving styles. 

 

 

 

International specifications 
 

ACEA : A5/B5 
 

OEMs approvals 
 
 
 
 

VOLKSVAGEN        VW 503.00 / VW 506.00 / VW 506.01 
 
 

 

Fuel saving 
 

 ELF Evolution 900  CRV 0W-30 appreciably reduces fuel consumption. 

Best possible protection  
 

 Optimal protection of engines for enhanced life. 
 

Lower servicing costs  Outstanding thermal stability and oxidation resistance, giving ELF Evolution CRV 0W-30 unusually long 
life for extended oil change intervals. 
 

Protecting the environment  Reduces pollutant emissions from the exhaust. 
 

 

 
 

 Method Units SAE Grade 0W-30 

Density at 15°C ASTM D1298 kg/m3 856 

Viscosity at 100°C ASTM 445 mm2/s 9,6 

Viscosity index ASTM D2270 -  167 

Pour point ASTM D97 °C - 39 

Flash point ASTM D92 °C 223 

B.N. ASTM D2896 mgKOH/g 10,1 

 
The typical characteristics mentioned represent mean values 

 

Refer to the maintenance book of your vehicle to know the recommendation of the manufacturer 

 


