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RAVENOL Sägeketten-Oel S 85
  

 
    ART.-NR.  1350300

1 L | 1350300-001
5 L | 1350300-005

20 L | 1350300-020
20 L | 1350300-B20

1000 L | 1350300-700

  

RECOMMENDATIONS CHAIN SAWS ALL MODELS.

RAVENOL Sägeketten-Oel S 85 is a proven product for chain saws.

RAVENOL Sägeketten-Oel S 85 is formulated with refined base oils with
specially selected additive combinations. This performs an excellent adhesive
strength with very good temperature performance and good lubricating
properties.

Application Notes

RAVENOL Sägeketten-Oel S 85 is ideal for working with chain saws in the summer and in winter. A very good
cooling behaviour protects the chain with minimum wear and optimum cutting speed. The product is neutral
towards sealing materials, plastics and coatings, with good corrosion protection.

Characteristics

RAVENOL Sägeketten-Oel S 85 offers:

high adhesion

good wear protection

reliable corrosion protection

good temperature behaviour, even at low temperatures

very good cooling effect

neutral behaviour toward sealing materials

neutral attitude towards plastics and coatings.

  
  Property Unit Data Audit

Density at 20°C kg/m³ 879 EN ISO 12185

Colour gelbbraun visual

Viscosity at 100°C mm²/s 11,6 DIN 51 562
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Property Unit Data Audit

Viscosity at 40°C mm²/s 100,7 DIN 51 562

Viscosity index VI 102 DIN ISO 2909

Pourpoint °C -21 DIN ISO 3016

Flash point (COC) °C 264 DIN ISO 2592

 
All information correspond to the best of our knowledge to the actual situation of the cognitions and our
development. Subject to alterations. All references made to DIN-norms are only for the description of the goods.
There is no guarantee. In case there will be any problems please contact the technical service.

Release: : 08. August 2019  
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